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CONSTRUCTION DETAILS
A. INSTALL CONCRETE FOUNDATION WITH 5 FT. STEEL

TOD NO: XY125-12

| SHA NO: HA400B55
PEDESTAL POLE WITH MODIFIED

i US 40; Woodbridge Way/Bus. Center &
; W Gatew , .
BREAKAWAY BASE STANDARD NO. MD 801.01-01, AUDIBLE/TACTILE PEDESTRIAN @ & oyl azcwray Dr./Treetop Dr./Paul
PUSHBUTTON INSTALLED WITH VIBRATING ARROW POINTING RIGHT AND R10-3(1) 2
SIGN. (SIGN TO READ “PUSH BUTTON TO CROSS GATEWAY DRIVE”). (INSTALL 1-2
IN. SCHEDULE 80. 90 DEGREE PVC ELECTRICAL CONDUIT BEND IN PEDESTAL BASE)

B. INSTALL CONCRETE FOUNDATION WITH 5 FT. STEEL PEDESTAL POLE WITH MODIFIED .
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WHITMAN, REQUARDT
GREAKAWAY BASE STANDARD NO. D 801.01-01, AUDIBLE/TACTILE PEDESTRIAN GENERAL NOTES ;‘i AS SI OCIATES, LLP
PUSHBUTTON INSTALLED WITH VIBRATING ARROW POINTING LEFT AND R10-3(1) o1 South Caroline Street, Baltimore, Maryland 21231
SIGN. (SIGN TO READ “PUSH BUTTON TO CROSS GATEWAY DRIVE”). (INSTALL 1-2 T A hEWALK O cURE ERADE PoR oLosEn SEcTToNS: HISHeST RuADWAY PROFILE | TSP-3
IN. SCHEDULE 80, 90 DEGREE PVC ELECTRICAL CONDUIT BEND IN PEDESTAL BASE). GRADE FOR OPEN SECTIONS. TO MEET CLEARANCES AS SPECIFIED IN MD 816.03,
C. USE EXISTING PEDESTAL POLE. REMOVE EXISTING PEDESTRIAN PUSHBUTTON AND MD 818.01, MD 818.02, MD 818.04. THE CONTRACTOR SHALL VERIFY ULTIMATE SPECIAL NOTE: STATE OF MARYLAND
R10-4(1) SIGN. EXISTING L.E.D. COUNTDOWN PEDESTRIAN SIGNAL HEAD TO , GRADES PRIOR T0 THE INSTALLATION OF ALL SIGNAL EQUIPMENT. =~ : DEPARTMENT OF TRANSPORTATION
SE’gé}ﬁiNGIﬁ%géhé‘fﬁﬁ‘hg"[éﬂlkﬁDPE?Ef_’g?}‘}Nsﬁ’gﬁﬂB%g{gﬁ %SgékBEQPgéaH " INSTALLING PROPOSED SIGNAL EQUIPMENT. IF ANY UTILITY CONFLICTS CONTRACTOR SHALL USE CAUTION WHEN INSTALLING SIGNAL STATE HIGHWAY ADMINISTRATION
BUTTON TO CROSS PULASKI HWY”). DISCONNECT EXISTING PUSHBUTTON ELECTRICAL ;. SHOULD ARISE THE GONTRACTOR SHALL CONTACT THE FROJECT ENCINEER. @ s EQUIPMENT TO AVOID DISTURBANCE OF EXISTING UNDERGROUND O e A a6
CABLE AND CONNECT ELECTRICAL CABLE TO NEW PUSHBUTTON. CLEAN EXISTING " PRIOR 10 TNSTALLATION. ED POLE AND CABINET LOC UTILITIES. CONTRACTOR SHALL TEST PIT TO DETERMINE EXACT TRAFFIC ENGINEERING DESIGN DVISION
DRILLED HOLES WITH BRUSH AND SPRAY COLD GALVANIZING COMPOUND ON THE 4. ALL EXISTING TRAFFIC SIGNAL EQUIPMENT REMOVED SHALL BECOME THE LOCATION AND DEPTH OF UNDERGROUND UTILITIES PRIOR TO US 40 (PULASKIHIGHWAY) AND
AFFECTED AREAS. PROPERTY OF THE SIGNAL CONTRACTOR UPON COMPLETION OF THE NEW SIGNAL. INSTALLING SIGNAL EQUIPMENT. GATEWAY DRIVE
D. USE EXISTING PEDESTAL POLE. REMOVE EXISTING PEDESTRIAN PUSHBUTTON AND 5. THE CONTRACTOR SHALL BE RESPONSIBLE FOR TERMINATING ALL SIGNAL CABLES
R10—-4(1) SIGN. EXISTING L.E.D. COUNTDOWN PEDESTRIAN SIGNAL HEAD TO c EZEMSCE ﬁﬁgﬁgfi’géégg SERXIEEAEEJUQEB zFIigEEIF_{LEAIéﬁEEL EACH CABLE. (EDGEWOOD, MARYLAND)
REMAIN. INSTALL AUDIBLE/TACTILE PEDESTRIAN PUSHBUTTON INSTALLED WITH . . .
VIBRATING ARROW POINTING RIGHT AND R10-3(1) SIGN. (SIGN TO READ “PUSH 7. PUSHBUTTONS ARE O BE LOCATED SO THAT THEY CAN BE ACTIVATED BY A APPROVALS / REVISIONS TRAFFIC SIGNALIZATION PLAN
BUTTON TO CROSS PULASKI HWY”). DISCONNECT EXISTING PUSHBUTTON ELECTRICAL PERSON N8 WHEELCHAIR REACHING LESS THAN 187 EROM & 60 x 607 LEVEL UTILITY LEGEND - ¢
. LANDING AREA WITH A CROSS SLOPE OF LESS THAN OR EQUAL TO 2%. X UPGRADE PEDESTRIAN CROSSINGS TO
CABLE AND CONNECT ELECTRICAL CABLE TO NEW PUSHBUTTON. CLEAN EXISTING 8. THE 10’ SEPARATION BETWEEN PUSHBUTTONS IS TO BE MEASURED FROM FACE OF sn sp STORM DRAIN \ /\y APS/CPS ON EAST & SOUTH LEGS SCALE 1" = 20° DATE 04191982 CONTRACT NO. _AW-603-504-476
DRILLED HOLES WITH BRUSH AND SPRAY COLD GALVANIZING COMPOUND ON THE PUSHBUTTON TO EACE OF PUSHBUTTON. NOT CENTER TO CENTER OF POLE. & SHA NO. XY1255185 TIMS L647 14v20 7
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